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STORMFIX
ABOUT STORMFIX

PHYSICAL DATA

STORMFIX is a one-part, solvent-free hybrid sealant and 
adhesive. It is designed for bonding and sealing most common 
substrates. STORMFIX has many uses in the building industry. 

To be stored in cool, dry conditions between + 5oC and 25oC. 

PHYSICAL DATA REQUIREMENTS

Brookfield Viscocity Paste

Specific Gravity 1.67 g/ml

Skin Formation 20-35 minutes (20oC and 65% RH)

Curring Rate 2 - 3mm per 24 hours (200oC and 65% RH)

Hardness 40 +/- 5 Shore A

Temperature resistance -40°C to +90°C

Elongation at break (DIN53504) 750%

Elasticity modulus (DIN53504): 0.75N/mm²

Elasticity recovery (ISO 7389): >75%

Breaking strength (DIN53504): 1.8N/mm²

Compatibility with Paints Water based: yes (test compatibility)
Solvent based: no (with alkyd paints)

IMPORTANT NOTICE
Data contained in this document is for information only and is believed to be reliable. Southgate Plastics Ltd cannot assume responsibility for results 
obtained by others over whose methods we have no control. It is the user’s responsibility to determine the suitability of the product for any specific 
purpose. We are pleased to provide a sample upon request. 

Before using this product, ensure that you have been supplied with and have read the following information: the hazard label (complying with the latest 
CDG/CPL regulations) applied to the container, Material Safety Data Sheets, Part A and Part B.
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STORMFIX
PREPARATION & APPLICATION

Ensure that the surfaces to be bonded are smooth, clean and free from dust or other deposits. 

Recommended application temperature is within the range of 1°C to 30°C

Insert the cartridge into a suitable applicator, e.g. a skeleton gun, or pneumatic applicator.

Slit the cap and screw on the nozzle. 

If required, slit the nozzle to increase the size of the orifice. Dispense the bead of  adhesive on one side of the substrates 
to be bonded. 

Bring substrates together and apply pressure to ensure full contact.

IMPORTANT NOTICE
Data contained in this document is for information only and is believed to be reliable. Southgate Plastics Ltd cannot assume responsibility for results 
obtained by others over whose methods we have no control. It is the user’s responsibility to determine the suitability of the product for any specific 
purpose. We are pleased to provide a sample upon request. 

Before using this product, ensure that you have been supplied with and have read the following information: the hazard label (complying with the latest 
CDG/CPL regulations) applied to the container, Material Safety Data Sheets, Part A and Part B.

HANDLING AND STORAGE
STORMFIX should be stored in the original cartridges in a cool, dry place, at a temperature range of between 5°C and 
25°C. In these conditions it has a storage life of at least 12 months. 

LIMITATIONS 
STORMFIX has good chemical resistance against water, aliphatic solvents, mineral oils, grease, 
diluted inorganic acids and alkalis, but poor chemical resistance against aromatic solvents, concentrated 
acids and chlorinated hydrogens before final application.


